NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
GEOTECHNICAL UNIT BORING LOG

PROJECT NO 8.1830501 | 1D R-2206C | COUNTY LINCOLN | GEOLOGIST J.K. STICKNEY -

SITE DESCRIPTION BRIDGE ON NC 16 OVER KILLIAN CREEK GND WATER
BORING NO B2-A NBL NORTHING 0.00 EASTING 0.00 0 HR 0.00m
ALIGNMENT L BORING LOCATION 199+63.000 OFFSET 9.00m RT 24 HR 1.70m

COLLARELEV 233.72m

TOTAL DEPTH 12.79m

| START DATE 6/30/03

COMPLETION DATE 07/01/03

SHEET I3 OF 2§

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
| DIVISION OF HIGHWAYS
GEOTECHNICAL UNIT CORE BORING REPORT

PROJECT NO: 8.1830501 PROJECT ID: R-2206C
SITE DESCRPTION: BRIDGE ON NC'16 OVER KILLIAN CREEK

COUNTY: LINCOLN GEOLOGIST: J.K. STICKNEY

DRILLER: C.L. SMITH

BORING NO: B2-A NBL BORING LOCATION (STA): 199+63 OFFSET: 9RT
COLLARELEYV: 233.721 PERSONNEL: CEB, AIT CORE SIZE: NXWL
TOTAL DEPTH: 12.79 DRILL MACHINE: CME-550 DATE STARTED: 7-30-03

DRILL MACHINE CME-550 DRILL METHOD SPT CORE BORING HAMMER TYPE AUTOMATIC
SURFACE WATER DEPTH DEPTH TO ROCK 7.23m Log B2-A NBL, Page 1 of 1
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TOTAL RUN: 5.56 DRILL EQUIP: NW CASING / NXWL DATE COMPLETED: 7-30-03
ELEV. | DEPTH | DRILL | RUN | REC % | RQD % | SAMPLE | FIELD CLASSIFICATION AND REMARKS
M) ™) RATE | NO. o) ) NO.
(MIN/.3 m) , :
7.23 1 BROWN AND GRAY, HARD, MODERATELY TO
SLIGHTLY WEATHERED, FOLIATED GRANITE
WITH CLOSE FRACTURE SPACING
7.90 2 RS-1 BROWN AND GRAY, HARD TO VERY HARD,
MODERATELY WEATHERED TO FRESH, FOLIATED
GRANITE TO 8.65 THEN, DARK BROWN SEVERELY
WEATHERED, MEDIUM HARD, AND VERY
CLOSELY FRACTURED TO END OF RUN
9.42 3 DARK BROWN, MEDIUM HARD, SEVERELY
WEATHERED, FOLIATED GRANITE WITH VERY
CLOSE FRACTURES TO 9.60 THEN, GRAY VERY
HARD, FRESH, FOLIATED GRANITE WITH CLOSE
TO MODERATELY CLOSE FRACTURE SPACING
10.94 4 GRAY VERY HARD, FRESH, FOLIATED GRANITE
WITH VERY CLOSE TO CLOSE FRACTURE SPACING
12.79
NOTES |




